
 

GPB15
JAPEX Iwafune-oki platform

Gas Turbine Generator Set
for Oil & Gas Applications

Output Power 1,510 kW
Heat Rate 14,635 kJ/kWh
 （13,870 Btu/kWh）
Exhaust Flow 8.1 kg/s 
Exhaust Temp. 521 ℃
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GPB15
General Specifications

Gas Turbine Generator Set
for Oil & Gas Applications

Package Dimensions

M1A-13 Gas Turbine
・Heavy Duty, Single Shaft
・2-Stage Centrifugal Compressor
・Single Can-Type Combustor
・Dry Low Emissions (optional)
・3-Stage Axial Turbine
・Tilting Pad Journal Bearing
・Tilting Pad Thrust Bearing
・Casing and Radial Shaft Vibration 
  Transducers

Package Features
・ 316L Stainless Steel Piping
・ Electrical System for Zone 2
・ VFD Motor Start System
・ Pneumatic Start System (optional)
・ 24 V DC Control Battery/Charger (optional)
・ Redundant PLC-based Control System
・ Integrated Lube Oil System
・ Gearbox Driven Main Pump
・ DC Motor Driven Pre/Post/Emergency Pump
・ Air Inlet and Exhaust System (optional)
・ 24 V DC Control Battery/Charger (optional)
・ Waterproof and Acoustic Enclosure
・ Fire Fighting System
・ Mobile Type Compressor Cleaning System
・ Factory Testing of Turbine and Package

Reduction Gearbox
・Epicyclic Type
・1500 or 1800 rpm （50Hz or 60Hz）

Generator
・3 Phase, 4 Wire, Synchronous, 
  with Brushless Exciter
・Antifriction Rolling Bearing
・NEMA Class F with F Rise

Length: 6.2 m
Width: 1.85 m
Height: 2.5 m
Weight: 11 ton（Package）

global.kawasaki.com/en/energy/equipment/gas_turbines/index.html
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